YORK THEATRE ROYAL - LX EQUIPMENT LIST

LANTERNS 

	Profiles  - Iris & Gobos available to special request.

	
	
	
	

	24
	Strand Cantata
	18(-32(
	1.2 kW

	8
	Strand SL Zoom
	15º-32º
	600 W

	16
	SIL 30
	30(
	1 kW

	2
	SIL 15
	15(
	1 kW

	4
	ETC Source 4
	36(
	575 W
	+ 1 x 36° Lens 
+ 6 x 50º Lenses

	6
	ETC Source 4
	26(
	575 W
	+ 2 x 26º Lenses

(4 Lenses are silver!)

	4
	ETC Source 4
	19(
	575 W
	+ 4 x Top hats

	1
	Source 4 Zoom
	15º-30º
	575 W
	

	

	Fresnels - c/w barndoors to suit.

	

	2
	10” 5K
	unknown
	5 kW – Not available to tours

	11
	Patt. 243
	16(-50(
	2 kW

	6
	Starlette F
	15(-65(
	2 kW

	24
	Patt. 743
	15(-82(
	1.2 kW

	24
	Vision F
	~7(-56(
	1.2 kW

	

	Pebble Convex - c/w barndoors to suit.

	

	4
	Starlette PC
	7(-38(
	2 kW

	

	Beamlights

	

	68
	PAR 64 Black
	Long Nose
	

	10
	PAR 64 Black
	Scroller Type Long Nose
	

	6
	PAR 64 Chrome
	Short Nose Floor Cans
	

	20
	M16 Birdies
	c/w Electronic Transformers

	

	PAR 64s are mostly fitted with CP61 / CP62, but CP60 / CP95 are available. Please check lamp availability.

	

	Floods

	

	16
	ADB AC1001
	Asymmetric
	1 kW

	5
	Thomas 4 Cell
	Symmetric
	1 kW

	3
	3 cct L+E Battens - 38( lamps
	Can be used singly – 24V Lamp

	

	Followspots -Situated At Rear Of Gallery Level.

	

	2
	Strand SOLO
	C.I.D / C.S.I
	1 kW usually fitted with C.I.D lamps

	

	SCROLLERS – Not available to tours.

	

	10
	Chroma-Q
	11 Frame Max

Rosco Supergel Recommended
	PAR 64, Cantata, Vision F & Source 4 back-plates are available.

	

	MOVING MIRRORS – Not available to tours.

	

	2
	Chroma-Q mirror heads
	
	Source 4


LIGHTING CONTROL

Strand 530i with software version 2.8.5
DIMMING

	160
	Ways ADB Eurodim 2 Digital Dimmers comprising:

	136
	2.5kW – 15A patch outlets.

	24
	5kW - 4 x 15A outlets or 32A Single Ф Ceeform.

	
	Dimmer outlets on P.S. fly-floor. Patch to all useful locations.

	
	

	12
	Independents to 15A outlets. Patchable as above.

	1
	‘Whites & Blues’ Independent circuits per phase.

	3
	Isolated DMX loops. (F.O.H, Overhead, Stage Ring).

	24
	Ways analogue control and / or DMX to touring rack mains.

	24
	Ways 2.5kW dimming available at touring rack mains.


TOURING RACK MAINS - located in Prompt Side Dock
200A TPN+E Busbar Chamber and / or 63A TPN+E Ceeforms (5 off).

Touring control desks may be connected to the system to use local DMX patching facilities.

ORCHESTRA PIT LIGHTING
	1
	3kW Circuit connected to switched spur outlets in the Pit. Blue Ф 


HOUSE LIGHT CONTROL

Separate pre-timed dimming to presets or full, or via desk control.

Houselights may be controlled globally or level by level (by special request only.)

ELECTRICAL SAFETY
All incoming electrical equipment should be safe, well maintained and have been portable appliance tested. Although documentation will not strictly be required, evidence of testing should be available. In-house staff will not allow potentially unsafe equipment to be used or connected to the Theatre Royal electrical systems.

The Theatre Royal will assume no responsibility, if the incoming company cannot comply with these requests. 

 CABLE

	15
	7' 6”  - 6 way Internally Wired Barrels - Lectriflex.

	10
	15A Female to Lectriflex spiders.

	25
	15A Male to Lectriflex spiders.

	20
	Lectriflex to Lectriflex Multicores – 25 metres.

	5
	Lectriflex to Lectriflex Multicores – Various Lengths

	40
	Grelcos, splitters etc.

	
	Assorted TRS in 1, 2.5, 5, 10, 15 & 20 metre lengths.


RIGGING

	33
	12.19M Flying bars as required (unsupported at ends) 30 CW, 3 hemp.

	1
	Fixed boom OP just upstage of safety curtain – 6m.

	1
	Fixed boom PS just upstage of safety curtain – 6m.

	4
	Manfrotto push-up stands.

	4
	Manfrotto wind-up stands.

	2
	Floor stands.

	2
	Strand 4’6" stands.

	6
	Doughty Tank Traps


The FOH Advance Bar is NOT available to tours due to time limitations.

FOH Advance Bar: Safe Working Load: 300kg with support scaffolding.

Please note: Unless the visiting company supplies gel, all colour requirements are chargeable to the contra.

PYROTECHNICS
	1
	Le Maitre 6/24 Smart Firing Pyrotechnic System.

	1
	Le Maitre Pyroflash 2 – 2 Channel Firing Unit.

	6
	Standard Firing Pods & Cables.


SPECIAL EFFECTS
	2
	Pulsar Jumbo Strobes c/w remote.

	2
	Bubble Machines.

	3
	UV guns 400W.

	2
	500mm Diameter Mirror Balls c/w rotators.

	2
	5 RPM Gobo Rotators for Silhouette, Freedom & Selecon (B size Gobo)

	2
	2 RPM Animation Disks for Source 4 with 2 x Pattern 13 Disks

	1
	3MG Twinscan Green Lazer with controller

	1
	FOAM1500 foam machine


SMOKE MACHINES
	1
	Reel EFX DF50 Diffusion Haze Machine

	1
	Le Maitre G150 Smoke Machine c/w remote.

	1
	Le Maitre LSX Low Smoke Converter for use with G150.

	1
	Jem ZR20 Smoke Machine c/w remote.

	1
	Jem Fogger MK2 c/w remote.

	2
	Source junior smoke machine with remotes

	2
	Source smoke machine with wireless remote


Please note: Smoke fluids are chargeable to the contra.

SOUND 

CONTROL 
	1
	40-8-3
	Soundcraft Series 5 – 40 Mono / 4 Stereo Channel Console

	1
	16-8-2
	Soundcraft Spirit 328 Digital Console

	2
	4+2-2
	Soundcraft Spirit Folio – Rehearsal Room Only

	
	Note: Main House sound is now usually operated at Rear Stalls Level


AMPLIFICATION

	3
	Renkus-Heinz P2700 – committed to FOH Mid-High.

	1
	Renkus-Heinz P3501 – committed to FOH Sub-Bass.

	10
	HH VX600 

(8 on-stage outlets & 4 Pit outlets, Speakon 4 way, 1+, 1- connected).


PLAYBACK 

	2
	Tascam MD-801R Mk II MiniDisc Recorder with Remote.

	1
	Tascam CD401 Mk II CD Player with Remote.

	1
	HHB CD-R 850 CD Recorder.

	1
	Tascam DA30 Mk II DAT Recorder with Remote.

	1
	HHB MDP500 Portable MiniDisc Recorder.

	1
	Tascam 302 Dual Cassette Deck with Remote.

	1
	Revox B77LS Mk II 1/2 track Low Speed (3.75 & 7.5 i.p.s).

	1
	Sony MDS-E11 MiniDisc Recorder – Control Room Only

	2
	Tascam MD-350 MiniDisc Recorder – Rehearsal Room Use Only.

	2
	Denon DCD CD Player - Rehearsal Room Use Only.


SPEAKERS
	6
	Renkus-Heinz TRC121/9 Mid-High Passive

	2
	Renkus-Heinz DSR-18B Sub-Bass Passive

	2
	Renkus-Heinz X24 Loudspeaker Controllers (1 Sub / 1 Mid-High)

	4
	Wharfedale Force 9 Mid-High

	2
	Wharfedale Force 9 Sub-Bass

	2
	Bose 101

	4
	Martin CX2 Mid-High

	2
	Martin CTX Mid-High Trapezoidal

	2
	Martin CT2 Sub-Bass – Studio

	2
	Martin EX2 Sub-Bass Processor

	1
	Martin MX2 Processor

	2
	Eminence Loaded Wedge Monitors

	2
	Yamaha NS10M Studio Monitors - (Control Room Monitoring)


CLEAN POWER SUPPLY

	1
	40A Single Ф for tails - Stage Right (RCD Protected)

	4
	13A RCD Sockets – Down Stage Right & 3 Understage Pit Corridor

	4
	13A Sockets - Rear Stalls Mix Position (Remote RCD + MCB)


MICROPHONES

	4
	Shure SM58

	4
	Shure SM57A Beta

	1
	Shure 55SH Series II – Classic ‘Elvis’ Mic

	4
	AKG CSI000S – Hyper-Cardioid / Cardioid.

	2
	AKG C3000 Large Diaphragm Hyper-Cardioid / Cardioid

	1
	Stereo C-Ducer pick-up for piano.

	4
	Neumann KM84.

	5
	Sennheiser K3-U + ME80 Long Rifles + Shock Mounts.

	2
	AKG D112.

	4
	AKG C418 / PP Clip on Percussion Mics.

	1
	AKG C401 Instrument pick-up.

	3
	Crown PCC160 Float Mics.

	1
	AKG CK92 Omni.


MUSICAL & MIDI EQUIPMENT - by special request only.

	1
	Fatar Studio 2001 Master Keyboard – 88 note / weighted / Full MIDI.

	1
	Roland S-750 Sampler (181.8 seconds. @ 44.1kHz)+ SCSI / ZIP / CD.

	1
	Korg O1/Wfd Music Workstation GM Upgraded c/w Memory card.

	1
	Yamaha DX 21.

	1
	Kurzweil Micro-Piano - Piano / Keyboard Sample Module.

	1
	Alesis D4 Drum Module.

	1
	Steinberg Cubase VST v5.1 R2 MIDI & Hard Disk Recording Software.

	1
	MM Productions MIDI to Relay Controller.

	1
	Phillip Rees 2 Input MIDI Merge Unit.


EFFECTS & OUTBOARD UNITS
	1
	Behringer Ultra-Curve DSP-8000 Digital Signal Processor + Delay – Studio.

	2
	Lexicon MPX100 Dual Channel Effects Processors.

	2
	Yamaha SPX 900.

	1
	Yamaha SPX 90.

	1
	Sabine ADF1200 Feedback Controller Workstation With RTA.

	1
	Klark-Teknik DN 360 1/3 Octave Graphic Equaliser  – FOH Graphic.

	1
	Klark-Teknik DN 332 ½ Octave Graphic Equaliser.

	1
	Behringer Ultra-Graph Pro GEQ3102 1/3 Octave Graphic Equaliser

	3
	Drawmer DL241 Auto Compressor / Limiter.

	1
	Yamaha GC2020 Compressor / Limiter.

	1
	SPL Vitalizer MK2-T

	1
	BBE Sonic Maximiser 422A.

	1
	Alice Sum-Diff Matrix. (M-S to L-R and L-R to M-S).

	3
	Stereo
	D.I. Boxes
	- EMO

	2
	Mono
	D.I. Boxes
	- EMO

	3
	Mono
	D.I. Boxes
	- DOD

	1
	Guitar
	D.I. Box
	(Amp split with filter)

	
	Assorted XLR cable, splitters etc.


MUSIC STANDS

	6
	Music Stands – Single lamp – RAT / Doughty.

	1
	Conductors Stand – Double lamp.

	2
	Single Keyboard ‘X’ Stands.

	2
	Quik-Lok Keyboard Stands – Suitable for 2 keyboards.


STAGE DIMENSIONS & RELATED INFORMATION

	Width
	Metres

	
	

	Proscenium Opening
	9.04

	Between Fly Rails
	13.92

	Centre Stage to PS Fly Floor (Electrics)
	7.15

	Centre Stage to OP Fly Floor (Flying)
	6.77

	
	

	Height
	

	
	

	Floor to underside proscenium pelmet
	6.42

	Floor to grid upstage
	13.41

	Clearance under PS fly floor
	7.00

	Clearance under OP fly floor
	7.00

	
	

	Depth
	

	
	

	Front of Stage to House Tabs
	1.29

	House Tabs to last Counterweight Set
	7.83

	
	

	Prompt Side Dock – STAGE LEFT
	

	
	

	Dock Doors from Street
	1.98 (High)

	
	2.15 (Wide)

	
	3.00 (Diagonal)

	
	

	Opposite Prompt Dock – STAGE RIGHT
	

	
	

	Entrance from Workshop / Paintshop to Stage
	5.28 (High)

	
	1.13 (Wide)

	
	

	Rake & Floor construction
	

	
	

	Average rake in main stage area – surface variable 
	1:24

	Hardwood parquet covered in 6mm MDF
	

	
	

	Forestage – by special request only
	

	
	

	Choice of depths (flat or raked)
	1.22 / 2.44

	Width in either case
	9.76

	
	

	Note: Forestage use involves loss of seats.
	


Lantern Beam angles supplied from White Light Catalogue & Manufacturer’s Data.

The Theatre Royal cannot accept responsibility for data supplied outside its control.
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Flying lines – see bar detail sheet

	Item
	Metres

	30 Double Purchase Counterweight
	12.20 Wide

	End of bars unsupported (from ends)
	1.22 

	3 Hemp sets between C/W 27 & 28
	12.20 Wide

	1 Hemp set U.S of C/W 30 only
	10.36 Wide

	Recommended max. scenery height
	5.80

	The Iron line must not be blocked by scenery
	

	C/W 1 flys the theatre’s house border
	


Traps

Counterweighted rising trap 

As shown on ground plan (1.192m x 0.625m)

DS slightly PS of centre. 2 person max.  Manually operated and slow.

Trap can be removed to leave opening.

Grave trap opening (not available to tours/hires)

As shown on ground plan

Long trap opening US of above trap, joist passing through space (as shown on ground plan) and at present water pipes block some access.

Electrics Dip traps

As shown on ground plan.

Dip traps in wings for booms, 4 patch ways.

Float dip trap along front of stage (not available to tours/hires)

Steps

2 pairs movable timber treads from stage to auditorium. 5 rise 0.76m wide.

2 pairs of movable steel curved treads from stage to auditorium.  5 rise 0.75m wide.

Hangar decking

	15 pieces
	2.438 x 1.219
	8’ x 4’


Used for forestage when required, can be legged up to required height.

Masking & Gauzes – SUBJECT TO CHANGE
	Soft:
	
	
	

	Description
	Quantity
	Width (Metres)
	Drop (Metres)

	Borders

Black Serge
	4
	12.19
	2.44

	
	2
	12.19
	4.57

	Legs

Black Serge
	2
	3.66
	6.10

	
	2
	3.66
	9.14

	
	4
	5.18
	9.14

	
	8
	1.50
	6.10

	
	6
	3.00
	6.50

	Half Tabs

Black Serge
	4
	6.10
	6.70

	Full Tabs

Black Serge
	1
	13.72
	9.14

	
	
	
	

	Hard:
	
	
	

	Description
	Quantity
	Width (Metres)
	Drop (Metres)

	Legs

Black Serge


	8
	2.20
	5.50

	
	
	
	

	Gauzes:
	
	
	

	Description
	Quantity
	Width (Metres)
	Drop (Metres)

	White
	1
	12.00
	8.00

	White
	1
	13.70
	9.50

	White
	1
	12.00
	6.50

	White (cut edge)
	1
	9.40
	6.10

	Black
	1
	12.00
	6.50

	
	
	
	

	Sundries:
	
	
	

	Fibre Optic Star Cloth (1)
	2 of 6 metre x 6.5 metre drop to make full width cloth

Stars - 0.5M standard distribution


ROOMS

Laundry

Industrial washer & gas dryer. Drying cabinet and sink.

Wardrobe

Maintenance room, ironing table, 2 industrial sewing machines and 1 industrial over-locker,

Stage Management & Touring Company Office (Prop Room)

Very basic - Sink, phone & desk etc.

Green Room

Coke machine, Hot Water Boiler, Water cooler, gas hob, 2 x microwaves, dishwasher.
Smoking Room

The smoking room is located in the Dressing Room block – it is the only place within the building where smoking is allowed.
Dressing Rooms

6 - Accommodates 55, all with showers and incoming telephone via switchboard. Allocation dependant on Studio & Main House requirements.
	Room
	Positions
	Showers
	Basins

	1
	5
	1
	2

	3
	7
	2
	3

	4
	19
	4
	6

	5
	12
	4
	3

	6
	8
	2
	2

	7
	4
	1
	1

	Total
	55
	14
	17


Fly Bar Positions

All measurements from the back of the Safety Curtain and in millimetres (mm)

S.P. – Single Purchase / D.P. – Double Purchase

Recommended Maximum Scenery Height: 5800 mm

	Bar
	Description
	Distance from 

Safety Curtain (mm)
	Notes

	Tabs
	S.P.C/W


	Position Correct On Plan
	Not available for other uses

	1
	D.P.C/W
	400
	House Border

	2
	D.P.C/W
	600
	

	3
	D.P.C/W
	800
	

	4
	D.P.C/W
	1000
	

	5
	D.P.C/W
	1200
	

	6
	D.P.C/W
	1400
	

	7
	D.P.C/W
	1600
	

	8
	D.P.C/W
	1800
	

	9
	D.P.C/W
	2000
	

	10
	D.P.C/W
	2200
	

	11
	D.P.C/W
	2400
	

	12
	D.P.C/W
	2600
	

	13
	D.P.C/W
	2780
	

	14
	D.P.C/W
	2960
	

	15
	D.P.C/W
	3150
	

	16
	D.P.C/W
	3380
	

	17
	D.P.C/W
	3600
	

	18
	D.P.C/W
	3800
	

	19
	D.P.C/W
	4050
	

	20
	D.P.C/W
	4220
	

	21
	D.P.C/W
	4380
	

	22
	D.P.C/W
	4620
	

	23
	D.P.C/W
	4820
	

	24
	D.P.C/W
	5020
	

	25
	D.P.C/W
	5220
	

	26
	D.P.C/W
	5420
	

	27
	D.P.C/W
	5620
	

	
	
	
	

	A
	HEMP
	6100
	4 Line Pick-up

	B
	HEMP
	6500
	4 Line Pick-up

	C
	HEMP
	6880
	4 Line Pick-up

	
	
	
	

	28
	D.P.C/W
	7260
	

	29
	D.P.C/W
	7440
	

	30
	D.P.C/W
	7640
	

	
	
	
	

	X
	HEMP
	8040
	3 Line Pick-up / 10360mm Wide


Panto Prosceniums

	Item
	Measured Portion
	Dimension (Metres)

	Proscenium 1
	Total Width
	13.32

	
	Leg Width
	2.40

	
	Total Height
	6.98

	
	Leg Height
	4.60

	
	
	

	Proscenium 2
	Total Width
	12.18

	
	Leg Width
	2.13

	
	Total Height
	6.60

	
	Leg Height
	4.50

	
	
	

	Proscenium 3
	Total Width
	11.55

	
	Leg Width
	2.13

	
	Total Height
	6.60

	
	Leg Height
	4.48
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